Continuous metal

. EIFS tape underlay under flashing &
parapet capping

50mm down each side over base
render

AN

\E 5° min. slope

A N
: / > a
H3.1 timber packer under __ |11l : 2 5
parapet capping ~ | s 2
1 g E
: <o
9 e
; 28
el 5=
e &
1 . 2
B ]
.-} | | —
Kl o
K : : -l Slected Supercoat ™
4 E | E i / Coating System
SR . Ry ]
] o3 | 90x45 Timber | s5 |f
. 9] ; Q )
2] % § framing g § ) Discontinuous horizontal
i 2 — 2 l 20 x 40 EPS battens,
j § ! I Q\f L 100mm long as required
L | 4 . !
Selected Supercoat ™ / ; J?/_ for fixing, installed atta 5°
Coating System | | ; slope (or 19 x 42 Cavibat
1 - ~ battens)
b || O
3 ! §
g i | % Plastercrete system
- g ; panel screws
r o : ‘qf ‘t1—— embedded 35mm
}‘ B ! minimum into timber
&g frame
| I
ol !
1 ! S
¥ | S
J '\1 Plastercrete system
;.::' : £ / Base Cap
N g
Elk , S
ol | g
: g 3
:I | S §
s £
[a N’ ~
[ I [ _ _ % __
N | | M
1
| |
f | 1 Extend waterproofing 200mm
-y [ | minimum up vertical face of wall
il | | (100mm minimum if internal gutter)
b
i - !
N [ I
| |
g
-] l l S— Roof framing
El l I
<]
!
i

Title:

AAC Panel Parapet (metal capping) Detail

A Date. March 2017 Detail No. 29

-;‘.‘ 3
=y PIaSter This drawing must be read in conjunction with the Plastercrete Drained & Ventilated Cladding Design Guid

aac facade system




